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	APPENDIX A –  APPLICATION/NOTIFICATION TO USE TEMPORARY TRAFFIC SIGNALS ON THE PUBLIC HIGHWAY
PLEASE ENSURE THE FOLLOWING GUIDANCE IN THE LINK BELOW IS READ BEFORE COMPLETING THIS FORM:

TEMPORARY TRAFFIC SIGNALS GUIDANCE
APPLICANTS NAME
ADDRESS
TELEPHONE NUMBER
FAX NUMBER
EMERGENCY CONTACT NAME & NO.(24 HR)
WHICH UTILITY? (IF ANY).
PROPOSED DATE OF USE.

     
     

     
     
     
FROM.     .......................TO..     ....................
TRAFFIC MANAGEMENT COMPANY
ADDRESS
TELEPHONE NUMBER
FAX NUMBER
EMERGENCY CONTACT NO. (24 HR)
     
     
     
     
     
     
EXACT LOCATION OF USE.
ROAD NO. (IF ANY)
N.S.G. REFERENCE NO.
     
     
                   
WILL THE SIGNALS BE AT A JUNCTION: YES/NO  (IF YES PLEASE SEE FORM TS2)
APPROXIMATE LENGTH & WIDTH OF RESTRICTION.
     
WILL THE SIGNALS BE IN USE 24 HOURS?
     
IF 24 HOUR, STATE METHOD OF SUPPLY (ELECTRICITY BOARD OR GENERATOR/ 
BATTERY BACK UP.  SEE NOTE 5).
     
IF NOT 24 HOUR, APPROXIMATE HOURS OF USE.
     
DETAILS BELOW ARE TO BE FULLY COMPLETED.


Any person completing this application form should be aware of the requirements of the following:


The Road Traffic Regulation Act 1984.

Street Works Regulations 1995 (Accreditation Units 1 and 2)
Traffic Signs Manual, Chapter 8 Part 1 and Chapter 8 Part 2
Department of Transport Departmental Standard TD 21/85 & TA 47/85
The Traffic Signs Regulations and General Directions 2002
Signature of Applicant:__     ______________ Date:______     ____________________

	For office Use Only:

Temporary Signal Approval :    Yes/No    
Officers Name:…     ……………………        Signature…     ………………………...


APPENDIX B - PORTABLE TRAFFIC SIGNALS FORM TS2
1. Directions for the Use of Temporary Signals Involving Road Junctions

·  
A certificate will be issued on completion of the following.  Please allow at least (10 working days) before formal authorisation, if a certificate is required before 10 working days an additional charge may be made at the Authorities discretion on top of the existing application charge.

·  
A drawing to a scale of not less than 1:500 must be provided, detailing the position of each traffic signal head, controller position and associated cable layout.  The signal heads are to be identified to a point within two metres of that intended to be used on site, when scaled from this drawing.

·  
The size, type and location of all temporary signs are to be detailed in accordance with advice given in Chapter 8 of the Traffic Signs Manual and Traffic Signs Regulations and General Directions 1994 (as amended).

·  
Proposed traffic signal stage timings, minimum and maximum green times and either the inter-green or the all red time period between each stage to be stated.  Any request for fixed time or manual operation signals should be made separately, but may be attached to this application form.

· Temporary traffic signals must operate in the vehicle-activated mode at all times unless written approval is obtained from the Local Authority.  The controller should also be capable of working either in fixed time or all red modes.

·  
If the site is unattended at any time and / or the temporary traffic signals will be operative before 8.00 a.m. or after 8.00 p.m. a suitable mains electrical supply must be used to power the signal equipment.  Alternatively a supply switching to ‘silent’ battery operating must be capable of supplying continuous power for at least 12 hours.

·  
Cable protectors must be fitted where traffic is travelling over cabling and these must be sited away from turning traffic or where braking/accelerating is likely to occur.

·  
If there are any existing ‘Give Way ‘ or ‘Stop Signs (including duplicate or advanced signs)’ and / or markings they must be temporarily covered over.

·  
A ‘beck and call’ maintenance system for the temporary traffic signal equipment is required.  The maintenance provision must be such that a suitably trained technician (also N.R.S.W.A. Accredited) will arrive on site within two hours of notification during the hours 07.30 to 17.30, Mondays to Fridays, and within three hours at all other times.  The equipment must be returned to working condition within 30 minutes of arrival on site and the appropriate spare parts will, therefore, need to be carried in their vehicle.
·  
“Stop and Go” boards (Diagram 7023 & 7024 ) must be available on site to control traffic in the event of temporary traffic signal failure.
· 
A log of all faults must be kept detailing time reported, time repaired, time on site, nature of fault etc. and the log submitted to the Traffic Section when the temporary traffic signals are removed from site.

·  
A representative from the Local Authority may be on site when the temporary signals are being installed and 48 hours notice is therefore, required of your intention to set up this equipment.

·  
The controller unit must be secured by key or padlock during out of hours use.


·  
Equipment must be of a type approved by the Secretary of State and in full working order including all switches and L.E.D’s.


